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Also available in Bullet Media and Trapezoid
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Overview

BRC’s sleek and modern Media Tables are designed with a 
bullet shape top and architectural base on one end, with a 
large, sturdy media panel on the other. Our Media Tables 
are designed for both wall and freestanding applications. 
Power and technology options may be added for AV 
equipment supplied by third parties. Both the media 
panel and architectural base provide space for hidden and 
organized cable pass-through. Media tables are a necessity 
in today’s evolving work models, as the demand grows for 
video conferencing, training and virtual meetings.  
Promote collaboration and teamwork with BRC’s modern 
Media Tables.
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Media Tables

Specifications
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Features
• BRC manufactures Media Tables that allows for mounting 

monitors or TV screens.
• Available in all standard BRC finishes, with an upcharge 

for any custom finish.
• All exposed edges are manufactured with thermo rigid 

laser applied 3/32” (2mm) thick edging.
• Units have 1” (25.4mm) of leveling. 
• BRC products meet ANSI/BIFMA e3 Furniture 

Sustainability Standards, BRC is Level® 2 Certified
• Grain direction vertical on tops and base, modesties  

are horizontal 
• All low-pressure laminate panels are 45lbs density and 

finished both sides.
• Tops are available with three core/surface material 

options of 1” (25.8mm) LPL, 1-1/8” (27mm) HPL or 
1-1/4” (31.75mm) HPL with knife edge.

• Table has an overall height of 29” including levelers.
• Dual undersurface modesty panels prevents lateral 

movement. The height of the panels are 10” high
• Table legs and back panel have built in wire 

management 
• Table uses Nova table base that are metal and have a 

durable scratch resistant, heat cured powder coat.
• Most parts are manufactured in a way that allows for 

replacement in the field.
• Shipped fully knocked down.

Base Details
Construction: Mechanical fasteners 
Material: 45lbs density low pressure laminate
Finish: LPL laminate and powder coat

Optional Extra
• Knife edge
• 3” Curved corners
• Power & wire management

Finishes
To view our complete line of fabrics and finishes visit:  
https://brc.group/resources/finishes-materials

Most laminates are available in matching low-pressure 
(LPL) and high-pressure (HPL) finishes in 1” and 1.25” thick 
material with 2mm edge trim. When specifying laminate 
top finish codes, the code applies to the worksurface or 
top of product only. 

Laminate codes
M1 - 1” thick LPL
H1 - 1” thick HPL (top only)
K1 - 1.25” knife edge

Price Guide & Dimensions
To view the prices and dimensions in more detail visit:
https://brc.group/resources/price-guides

Models
See Price Guide for all models.
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